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V E H I C L E  D E T E C T O R  

ผ ล ง า น ที่ เ ร า ภ า ค ภู มิ ใ จ เ พื่ อ ใ ห้ ไ ด้ ใ น สิ่ ง ที่ ดี ที่ สุ ด  

ไ ด้ ร ั บ ร า ง วั ล ร อ ง ช น ะ เ ลิ ศ อั น ดั บ ที่  1  ร ะ ดั บ ป ร ะ เ ท ศ จ า ก ส ม า ค ม  T E S A  

แ ล ะ ไ ด้ ร ั บ ก า ร ตี พิ ม พ์  T H E  2 0 0 5  E C T I  I N T E R N A T I O N A L  C O N F E R E N C E  



อุปกรณ์ทีใ่ชค้วบคุมเป็นอุปกรณ์คุณภาพสูง มอีายุการ
ใช้งานยาวนานและผ่านการรบัรองตามมาตรฐาน บรษิัท 
จึงกล้ารับประกันเมื่อสินค้ามีปญัหาในระยะประกัน
เปลี่ยนตัวใหม่ให้ทันที และหลังรบัประกันบริษัทยงัรับ
แกไ้ข ซ่อมแซมใหทุ้กกรณ ี

ในการควบคุมการท างานของระบบทัง้หมดใช ้Processor ในการวเิคราะหแ์ละประมวลผลคุณภาพสูง จากการ
วจิยัและพฒันาของบรษิัทมาเป็นเวลานานจงึช่วยให้ท่านสามารถใช้งานได้ง่าย และยงัช่วยแก้ไขปญัหาต่างๆ ที่
เกดิขึน้ดว้ยระบบ AI ทีฉ่ลาดสุด 

ระบบที่วิจยัและพัฒนาให้ใช้งาน เหมาะสมทุกกรณ ี
เครือ่งจงึสามารถตดิตัง้ไดก้บัทุกสายลูป ทุกขนาด เพื่อให้
เหมาะสมกับงานที่แตกต่างกัน รวมทัง้ยังปรับตัวให้
เหมาะสมไดต้ามสภาวะแวดลอ้มต่างๆ ทีเ่ปลีย่นแปลงไป 
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เป็นระบบทมีกีารป้องกนัการทุจรติบตัรจอดรถ ซึ่งแบบเดมิๆ 
ไมส่ามารถป้องกนัได ้เช่น ในกรณีการจอดรถเป็นเวลานานจน
ค่าจอดรถสูงมาก เจ้าของรถจะมาตกลงกับเจ้าหน้าที่ให้เอา
บตัรจอดรถใบใหม่ให้ โดยใช้กระป๋อง แผงกัน้ เป็นต้น ผ่าน
เครื่องตรวจจบัซึง่จะท าใหไ้ดบ้ตัรจอดรถใบใหม่ ท าใหเ้จา้ของ
ลานจอดรถสูญเสยีเงนิจ านวนมาก ระบบน้ีสามารถป้องกนัได ้

100 % โดยมกีารตดิตัง้เพิม่เตมิอกีเลก็น้อย เพิม่ค่าใช้จ่ายตดิตัง้อกีนิด แต่ป้องกนัเงนิที่สูญเสยีได้ตลอดไป.......

สามารถน าไปใช้กบังานจราจร ต่อร่วมกับเครื่องควบคุมสญัญาณไฟได้ทุกรุ่นทุกยี่ห้อ ใช้เป็นตัวนับ ปล่อย
ยานพาหนะหรอืเกบ็ขอ้มลูปรมิาณจราจร ไดโ้ดยมจีอแสดงผลการท างานและการตัง้การท างานด้วยจอ LCD และ
ส่งข้อมูลมาตรฐาน RS485 และ RS-232 ต้องการข้อมูลต่อวันต่อเดือนได้ตลอดที่ต้องการ ถ้าต้องการใช้นับ
ปรมิาณยานพาหนะโดยเฉพาะสามารถท างานได้โดยไม่ต้องต่อไฟเลี้ยง เมื่อตดิตัง้ ไฟส ารองเฉพาะรุ่นเพิม่เติม 
สามารถท างานไดม้ากกว่า 1 เดอืน 

** ระบบน้ีมเีฉพาะรุน่ 
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ด้วยเทคโนโลยทีี่ชาญฉลาด การตดิตัง้เครื่องตรวจจบัจงึออกแบบมาให้ง่าย ทุกครัง้ที่เปิดเครื่องหรอืตดิตัง้ใหม ่
ระบบจะตัง้และจดจ าค่าทีไ่ดจ้ากสายลปูเองอตัโนมตั ิรวมทัง้การตัง้ความไวในการตรวจจบัทีง่่ายมากๆ และมคีวาม
ละเอยีดมากกว่าทุกรุน่ทีผ่ลติมา ท่านสามารถปรบัใหเ้หมาะสมกบัทุกๆ งานทีต่อ้งการ 



บรษิทั  เจเนอเรชัน่ ดจิติอล เทคโนโลย ีจ ากดั : 98/209 หมู ่1 ถ.รงัสติ-นครนายก  
ต.บงึยีโ่ถ อ.ธญับุร ีจ.ปทุมธานี  12130 
Phone: 02-1529032-3, Fax: 02-1529163, Mobile: 0-59990803 : E-mail: Gendit1@yahoo.com 

 

Technical Data 
Detector Form Italy 

VEK M1E 
Detectors  L05 

Detectors  W
L05 

Detectors AL05 
Detectors TL05 

Detectors TW
L05 

Detectors TLM05 

Power Supply 
24 V.DC. 

9-24VDC OR 6-15VAC 
9-24VDC OR 6-15VAC 

9-24VDC OR 6-15VAC 
9-24VDC OR 6-15VAC 

9-24VDC OR 6-15VAC 
6-15VAC AND Battery Use 1 

month 

Power Consumption 
Max 3 VA 

MAX 2.5 VA 
MAX 3 VA 

MAX 2.5 VA 
MAX 2.5 VA 

MAX 3 VA 
MAX 2 VA 

W
orking Temperature 

-20C up to +70C 
32 F ~ 185 F 

32 F ~ 185 F 
32 F ~ 185 F 

32 F ~ 185 F 
32 F ~ 185 F 

32 F ~ 185 F 

Inductance Range 
70 up to 700 uH 

Self-tuning 20uH to 2mH 
Self-tuning 20uH to 2mH 

Self-tuning 20uH to 2mH 
Self-tuning 20uH to 2mH 

Self-tuning 20uH to 2mH 
Self-tuning 20uH to 2mH 

Frequency Range 
30 up to 130 KHz 

10KHz-100KHz  Auto Detect 10KHz-100KHz  Auto Detect 10KHz-100KHz  Auto Detect 
10KHz-100KHz  Auto Detect 

10KHz-100KHz  Auto Detect 
10KHz-100KHz  Auto Detect 

Sensitivity Range 
0.01%

 up to 0.65%
(f/f) 

4 Levels 
255 Levels of sensitivity  (in 

steps of 0.01%
 dletaF/F) 

255 Levels of sensitivity  (in 
steps of 0.01%

 dletaF/F) 
255 Levels of sensitivity  (in 

steps of 0.01%
 dletaF/F) 

255 Levels of sensitivity  (in 
steps of 0.01%

 dletaF/F) 
255 Levels of sensitivity  (in 

steps of 0.01%
 dletaF/F) 

9 Levels of sensitivity  (in 
steps of 0.01%

 dletaF/F) 

Adjustable Holding Time 
Unlimited, 5 Minutes 

Unlimited, 3 Minutes 
Unlimited, 3 Minutes 

Unlimited, 3 Minutes 
Unlimited, 3 Minutes 

Unlimited, 3 Minutes 
5 Minutes 

Detector Channel 
1 Channel/Loop 

1 Channel/Loop 
2 Channel/Loop 

2 Channel/Loop 
1 Channel/Loop 

2 Channel/Loop 
1 Channel/Loop 

Loop Lead-In 
Max 250 M. 

Max 250 M. 
Max 250 M. 

Max 250 M. 
Max 250 M. 

Max 250 M. 
Max 250 M. 

Permanent Relay 
1 Permanent relay 

1 Permanent relay 
2 Permanent relay 

1 Permanent relay 
1 Permanent relay 

2 Permanent relay 
No 

Impulse Relay 
1 Impulse relay  

1 Impulse Relay    Begin/
After of  Dip sw 

2 Impulse Relay    Begin/
After of  Dip sw 

1 Impulse Relay    Begin/
After of  Dip sw 

No 
No 

No 

Output Rs-485 
No 

No 
No 

No 
Yes 

Yes 
Yes 

Delay Time Contact 
No 

4 level of delay time 
4 level of delay time 

4 level of delay time 
4 level of delay time 

4 level of delay time 
9 level of delay time 

Contact Rate 
1A/24VDC Or 
0.5A/120VAC 

1A/24VDC Or 0.5A/120VAC 
1A/24VDC Or 0.5A/120VAC 

1A/24VDC Or 0.5A/120VAC 
1A/24VDC Or 0.5A/120VAC 

1A/24VDC Or 0.5A/120VAC 
1A/24VDC Or 0.5A/120VAC 

Over Voltage Protection 
In Loop Input 

In Loop Input 
In Loop Input 

In Loop Input 
In Loop Input 

In Loop Input 
In Loop Input 

Housing 
Plastic Case 

Plastic Case 
Plastic Case 

Plastic Case 
Plastic Case 

Plastic Case 
Plastic Case 

Protective System 
IP 40 

- 
- 

- 
- 

- 
IP55 

Output/Input 
11 Pin Plug 

10 Pin Plug 
18 Pin Plug 

10 Pin Plug 
9 Pin Plug 

12 Pin Plug 
6 Pin Plug 

Dimensions 
H76 x W

38 x D71 
D110 x W

40 x H140 
D110 x W

40 x H140 
D110 x W

40 x H140 
D110 x W

40 x H140 
D110 x W

40 x H140 
D170 x W

130 x H280 
Display 

LED 
LED 

LED 
LED 

LED 
LED 

LCD 16X2, LED 
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